HEATING JACKETS FOR BARRELS
TRAPPING TUBS

Metal trapping tubs with agrate V¥
- Their use can be found mainly when storing petroleum products and oils; they prevent
substance leakage and environment pollution.
- Arbitrary grate fields can be composed of 1200 x 800 mm size as necessary.
- Individual grates are inserted in tight trapping tubs.
- Delivered in versions:
- varnished with a galvanized grate Type: 7560,
- hot-dip galvanized with a galvanized grate Type: 7560-Z.
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Trapping floor Trapping floor
with grate - varnish with grate - zinc

Type: 7560 Type: 7560-2

Possibility of being fitted with an approach ramp from a long or short side.

Approach ramp to Approach ramp to

trapping floor - long trapping floor - short

Type: 7561-L Type: 7561-S :
F9 14kg F9 9.5kg

7} 1,200 x 475 x 35 mm F7} 800 x 475 x 35 mm

Connecting sets ensure tight connection of two retaining floors.

Connecting set - long Connecting set - short Connecting set — corner
Type: 7560-L Type: 7560-S Type: 7560-K ‘
F7 1,180 x 20 mm 7 780 x 20 mm #7 20 x 20 mm

Heating jackets for barrels p-

- Electric heaters are ideal for barrels in which you want to keep their content at constant
temperature, that is also viscosity or content protection against frost.

- Equipped with an easy thermostat with heating range 0-40 °C or 0-90 °C.
- Barrel heaters are designed in a durable and high quality version with light structure.

- Application is easy and fast thanks to its easy structure and it is possible almost for any
barrel (for barrels of 25-200 | volume).

- Resistant material and tight fastening of straps to the barrel ensure long lifetime even
when transported on the barrel.

Technical specifications:

Jacket from polyester fabric

Insulated silicone spiral reeled to a resistance element

Adjustable buckles for quick assembly and disassembly

Power supply cable 3 m long (without a plug)

Thermostat 0-40 °C or 0-90 °C

IP40 protection

Suitable for heating of: water, oils, diesel oil, resins, mineral jellies, waxes, fats and glues.

TYPE NAME DIMENSIONS POWER
(mm) (V)
7544 Heating jacket for 200 | barrel 1200 W 1,990 x 800 230
7545 Heating jacket for 200 | barrel 530 W 1,990 x 450 230
7546 Heating jacket for 105 | barrel 400 W 1,650 x 370 230
7547 Heating jacket for 50-60 | barrel 300 W 1,330 x 460 230
7548 Heating jacket for 25-30 | barrel 225 W 1,200 x 400 230




