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- Powerful and very reliable pneumatic pumps
with long life.

- Simple maintenance. 

- Small dimensions and low weight. 

- On the client’s request it can be retrofitted
with: cleaning unit, delivery hose, nozzle,
flowmeter etc.

Oil pneumatic pump
Type: 6421 

- Intended for pumping oil, lubricants and similar liquids
from barrels 200 litres.

- On request it is possible to supply also a pump for 1,000 l
containers, pump structure is made of aluminium and
carbon steel, sealing NBR.

Air connection: F 1/4" G
Liquid outlet connection: F 1/2" G

Parameters:
Maximum output: 20 l/min., maximum pressure: 2.0 MPa
Compressed air consumption: 350 l/min.

Type: 6422 – recommended set

Pump 3:1 (6421), delivery nozzle, delivery hose 4 m,
air connection hose 6 m, fastening to the barrel. 

Chemical pneumatic pump
Type: 6714
- Intended for pumping antifreeze and washer fluids,

suitable for pumping from 200 litre barrels.
- Pump structure is made of stainless steel with VITON

sealing.

Air connection: F 1/4" G
Liquid outlet connection: F 1/2" G

Parameters:
Maximum output: 25 l/min., maximum pressure: 0.6 MPa
Compressed air consumption: 370 l/min.

Type: 6715 – recommended set

Pump 1:1 stainless steel (6714), delivery nozzle, delivery
hose 4 m, air connection hose 6 m, fastening to the barrel.Recommended accessories for sets

Flowmeter
Type: 7534

- Intended to be installed in the piping or delivery
nozzle.

- Liquids: oil, brake fluid and others.

- Verifiable.

Parameters:
Connection: 1/2" BSP
Flow range: 1–10 l/min
Temperature range: –10 to +50 °C
Precision: 0.3 %

Air treatment unit
Type: 7535

- Designed for compressed air pressure control between 0 and
12 bars, for separating condensate and coarse dirt from the
compressed pressure distribution system, for pneumatic
device greasing. 

- It protects pneumatic devices from damage and prolongs
their life.

- Using the regulation screw it is possible to regulate
lubricating oil quantity as necessary. 

Parameters:
Max. inlet pressure: 12 bars 
Setting: from 0 up to 12 bars
Flow: 1,800 Nl/min. at 6 bars
Filter: 10 MIC 
Inlet screw union: 1/4" internal

PNEUMATIC PUMPS

Type: 6422

Pneumatic mobile oil filter
Type: 6429

- Powerful, reliable pneumatic pump with long life.

- Intended for oil issue (SAE 130).

- Simple maintenance.

- Equipment contains: 
pump 3:1, max. flow 20 l/min., truck, delivery nozzle with
a flowmeter, delivery hose 4 m. 

- Delivered without a barrel.

Parameters:
Max. output: 20 l/min.
Max. pressure: 2.4 MPa
Air consumption: 350 l/min.
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